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Requirements:


Monitor3.exe  runs well on Windows-98, Windows-2000, and Windows-XP.  Monitor3.exe requires 3 MB of disk space for installation and an available RS232 (COM) port to connect to the cesium instrument.  If you’re going to use the plotting features it’s nice (but not essential) to have a 17” monitor and 1024x768 resolution.

Supported Instruments:


Monitor3 provides complete support for CsIII, TimeCesium / PRS45,  Cs4000, and 4201B instruments.  It will poll and save data for older 4201A (5045)  instruments (excluding  4065) but does NOT support any 4201A functionality provided by the console application.

Installation:


Run setup.exe from DOS command line or Windows “Run…” menu or just double-click it from the Explorer.  Accepting all defaults will install Monitor3.exe in c:\Program Files\Symmetricom.  Installation will also add a new menu item to the Windows “Start” menu as Symmetricom\Monitor3 and place a link to Monitor3.exe on the desktop.


Note that installer also installs the active-X control, DynaPlot3.ocx, in the c:\Program Files\Symmetricom folder and creates registry entries to inform the OS of the control.


The installer creates filetype associations for files of type .csd (cesium data files) and .css (cesium spectrum files), so that double-clicking files of either of these types launches Monitor3.

Usage:

Monitor3 can be launched by double-clicking the desktop icon, selecting its menu item or executing Monitor3.exe from a DOS command line.


Monitor3 can also be launched in “Viewer mode” by double-clicking a file of type .csd or .css, by drag ‘n dropping a file of those types onto the Monitor3 icon, or by executing Monitor3.exe from the command line with a filename (of type .csd or .css) as the first argument.


Many features of Monitor3 are only available in “Factory Mode.”  In order to enable factory mode:

1. Obtain the unique node locked license key for PC on which Monitor3 will be used by running the PasswordGenrator program (SK-0495) with the MAC ID of this PC 

2. Edit the file C:\Program Files\Symmetricom\Monitor3.ini.   Add the line “Factory=XXXXX” to the end of the [Main] section, where XXXXX is the above license key
Build Tools:


This distribution is built with Microsoft Visual C++ Version 6.0.


It also requires a developer license for DynaPlot3 installed on the build machine


The installer is built with Wise Installer Version 8.1.

Build:


Open the Visual Studio Workspace, MonitorX.dsw, from within the Microsoft Visual C++ IDE and select “Rebuild All” from the “Build” menu.  This will compile all modules to ./*.obj.  The linked executable will be installed in ./Release/Monitor3.exe.


Open the installer script ./Installer/Monitor3.wse from within the Wise Installer application.  To create the installer you need to click on the “Next->” button a bunch of times to click through all of the wizard pages.  You may need to change the version number and the path to point to where you want the installer located.  This will create the executable ./Installer/setup.exe.


All you need to distribute is the file setup.exe.

NOTE:


Current Version is 1.10 Revision E
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